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Technical Data
Material:
Body:PA66 UL94 V0.
Screw:Brass ,Nickel Plated.
Conductor:Copper , Tin Plated..
Block:Brass ,Nickel Plated..
mscesoat: \ -4— ZhEJIANG UTILITY ELECTRICAL CO.,LTD
Voltage rating/Current rating:IEC 800V/57A; N
UL 600V/60 A %aﬁ_ﬂuﬁ_wm_wﬂ.m__u% &\Iﬂmﬂ._wm\\b/ﬂ
Contact resistance:20 mQMax. .—ﬂ . S—
Insulation resistance:1000V, 1000 MQMin. >120 +0.50 - W _ ___F.. :
Withstanding Voltage:AC 3000 V,1 minute. e B ._.q: _.o A chﬁoaw..n. UﬁméHDm
Mechanical: >30~120|+0.30 Z DWG. NO.:
APPD. . NO.:
Torque:1.6 N.m Mex. >6~30 |+0.20 e B C-DW0156-0
Connection Capacity:20-6 AWG. .
Stripping Length :10mm. 0~6 +0.10 | ANGLE | +1 mﬁ_.%. SCALE: FULL vﬁ" 1 \¢
Operating temperature:-45° C to +105° C. w%_m_ _l DR, ] T L : W@#
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